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L] ] LA] L,::,J\\ L] [ ?1.50 5.00 4 Screw Steel M3/Zn Plated
1 0o = : 3 Cage Copper Alloy| M3/Ni Plated
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| S 00(XX-1> ITEM|NAME OF PART| MATERIAL NOTES
PCB LAYOUT
Use Group B C D
Rated Voltage [v] 300 - 300
Rated Current [A] 20 - 10
Wire Range
Solid/Stranded [AWG] Bo-le
Withstanding Voltage 1600V /1Min
0.50 9.00XX 0.50 IEC Technical Data IEC60947-7-4
'|= "i i Overvoltage Category III III II
/A I Contamination Class 3 2 2
(( \& Rated Voltage V1 250 400 630
o Rated Current [A] 24 24 24
H H 5 H| H| 8 Impulse withstand voltagerkvi 40 4.0 4.0
I Conductor Cross Section 02-2.5
M Solid/ Flexible [mm2
1.00 Other Data
I 0.80 Pitch / Poles [mm1/LP] S.00/02~24
5,00 M 5 5040.2 =T Stripping Length [mm] 6~7
3.00 5.000XX=1) 3350:02, | e Screw/Torque(Max) [N.m] M3/0.5
8 Operoting Temperature [°C] -40~105
ok Soldering Temperature 260°C/3S
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T O NG o 4 Screw Steel M3/Zn Plated
I Lﬁ\%"‘ L'ﬂlj 5.08 3 Cage Copper Alloy| M3/Ni Plated
/Ay anWar War W\ar War Y R N £ & 2 Header Pin |Copper Alloy| Snh Plated
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6150/ B.08CXX-1)
P.CB LAYOUT Use Group B C D
Rated Voltage [Vv] 300 - 300
Rated Current [A] 20 - 10
Wire Range o612
Solld/Stranded [AWG]
Withstanding Voltage 1600V /1Min
IEC Technical Data IEC60947-7-4
050 ., 5.08XX 0,50 Overvoltage Category 111 III II
| l Contamination Class 3 2 2
// JI Rated Voltage [v] 250 400 630
™~ Rated Current [A] 24 24 24
(. |
o Impulse withstand voltagerkvl 40 4.0 4.0
E Conductor Cross Section 02-2.5
RS TTERL TTEB T THERT | MBS | |EE Solid/ Flexible [mm?]
3 ] Other Dota
1.00 Pitch / Poles [mm1/[P] 5.08/02~24
) 0.80 Stripping Length [mm] 6~7
i/ 5.08 i o Screw/Torque(Max) [N.m] M3/0.5
!‘_" 3.08<XX-1) | 5.50+0.2 ﬁ Operating Temperature [°C] -40~105
8 Soldering Temperature 260°C/5S
19)
. UNITS:mm[SHEET SIZE: A4|SCALE:——— | DRWN BY PAN TERM BLK SIDE ENT 5.08MM PCB ROHS
@ NINGBO RHT ELECTRONIC CO.LTD 0~3 3~18 18~50 90~120 CHK'D BY FENG THIRD ANGLE PROJECTION
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